Lonsdale ThermGard patent glazing,
fitting in accordance with manufacturer's
instructions, fitted to ex100x50mm s/w
rafters.

Lonsdale ThermGard from:

Lonsdale Metal Company Ltd,

Unit 40, Milmead Industrical Centre,
Mill Mead Road,

London N17 9QU.

tel: 020 8801 4221, fax: 020 8891 1287

Rafter Detail (scale 1:5)

24mm double glazed sealed units to
roof area.

ex 100x50mm s/w painted rafters

LONSDALE ADJUSTABLE SECTION
TO SUIT VARYING ANGLES

LONSDALE SNAP ON COVER

LONSDALE GLAZING BAR

FIXED TO STRUCTURE T Lonsdale ThermGard

atent glazing system
LONSDALE GLAZING BARS p g g sy

FIXED TO TIMBER WITH No.10 x 1
WOODSCREWS THROUGH TOP OF
GLAZING BARS

Timber Rafter

Timber ridge beam

Ridge to Gable (scale 1:5)

Lonsdale edge capping \

18x100mm verge board

\ Lonsdale ThermGard patent glazing,

fitting in accordance with manufacturer's
instructions, fitted to ex100x50mm s/w
rafters.

24mm double glazed sealed units to
roof area.

ex 100x50mm s/w painted rafters

/
ex 100x50 mm head plate,/ ' _
curved to gable end in s/w
painted timber. )

24mm double glazed sealed units to

roof area.

Verge Detail (scale 1:5)

Lonsdale ThermGard from:

Lonsdale Metal Company Ltd,

Unit 40, Milmead Industrical Centre,

Mill Mead Road,

London N17 9QU.

tel: 020 8801 4221, fax: 020 8891 1287
email: patent_glazing@lonsdalemetal.co.uk

email: patent_glazing@lonsdalemetal.co.uk

Lonsdale ThermGard patent glazing,
fitting in accordance with manufacturer's
instructions, fitted to ex100x50mm s/w
rafters.
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18x100mm verge board

ex 100x50 mm head plate, /
curved to gable end in s/w

painted timber. 4
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24mm double glazed sealed units to il

roof area. | o

ex 100x50mm s/w painted rafters

24mm double glazed sealed units to

roof area. \

44mm timber door with double glazed
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seal units and 'raised & fielded' panels,
set in s/w frame, with ex 100x50mm head
and jambs and ex 150x75mm h/w cill.
(N.B. side panels fixed dead)
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Timber flooring set on 50x100mm battens,
with insultatio set between battens

on 100mm concrete slab, on DPM lapped with
Newton (or similar) tanking system and DPC.

H/w timber flooring to client choic
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Timber stairs, with s/w strings and framing,
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MDF risers and H/W treads. H/W to match [ . . . . .
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